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P425R
Color Rings

Color rings
help make
indentifying the
correct key easier.
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Cam
locks, Plug Locks and

Bulk Vending Locks

2
1/2” (12 mm)
Camlock
Only Available in Screw Type
Short Vending Bolt

1/2” 
(13 mm)
Camlock

1-1/8”
(30mm)
Camlock

5/8” 
(13 mm)
Camlock

7/8” 
(22 mm)
Camlock

B512G
Two Key Pulls
12 - 3
Turns 360° Only

B513G
Two Key Pulls
12 - 3
Turns 90° Right

B530G
One Key Pull
Turns 1/45, 1/2, 360°
Right or Left

B530F
Two Key Pulls
12 - 3
Turns 1/4 Right

B518B
Camlock with Ball
Bearing - One Key
Pull Turns 1/4, 1/2, 360°
Right or Left

B522F
Two Key Pulls
12 - 3
Turns 1/4 Right

B518E
Two Key Pulls
12 - 6
Turns 1/2 & 360°
Right or Left

B522G
One Key Pull
Turns 1/4, 1/2,
360° Right or Left

B518F
Two Key Pulls
12 - 3
Turns 1/4 Right

B518G
One Key Pull
Turns 1/4, & 1/2
Right or Left

B518K
Three Key Pulls
9 - 12 - 3
Turns 1/4 Right or Left

B518L
Two Key Pulls
12 - 9
Turns 1/4 Left

B522K
Three Key Pulls
9 - 12 - 3
Turns 1/4 Right or Left

B540F
Two Key Pulls
12 - 3
Turns 1/4 Right

B540G
One Key Pull
Turns 1/4, 1/2,
360° Right or Left

1-1/2” (40mm)
                 Camlock

B519H
Tubular Style Plug
Lock - T-Handle
Cylinder (Meets
N.A.M.A. Standards)

   What is a 12-3 Key Pull?
A “Key Pull” is an exit for a key
at a certain position on the
lock face. The location of the
“Key Pull” is typically labeled
according to the numbers on a
clock.

    B527G
   Tubular Style
Drop-In Lock for
   Bulk Vending
      Machines



Optional 50mm

2” Shackle

31mm - 1 ¼” Optional 50mm

       2” Shackle

31mm - 1 ¼”

16mm

29mm

Optional 50mm

       2” Shackle
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S555A*/S555B
55mm Wide Hardened Steel,
Chrome Plated Body & 11mm
Thick Hardened Steel Shackle.
S555A*/B-2 - Option 2” Shackle,
Available Upon Request. Boron
Alloy Shackle Only.

*  A = Hardened Steel Shackle
    B = Boron Alloy Shackle
            (Special order Item)

B555A*/B555B
55mm Wide Solid Brass,
Chrome Plated Body & 11mm
Thick Hardened Steel Shackle.
B555A*/B-2 - Optional 2:
Shackle, Available Upon Re-
quest. Boron Alloy Shackle Only.

B555M
55mm Wide Solid Brass Chrome
Plated Body & 11mm Thick
Hardened Steel Shackle B545A*/B545B

45mm Wide Solid Brass, Chrome Plated
Body & 9mm Thick Hardened Steel
Shackle. B545*/B-2 - Optional 2”
Shackle, Available Upon Request. Boron
Alloy Shackle Only.B571H

Replacement Cylinder
Core for S570D
(Sold Separately
for Easy
Re-Keying) The 2570D can be easily re-keyed

changing the old cylinder core
and replacing it with a

new cylinder core.
Cylinders may

be easily
interchanged

with other
L.A.I. key ways.

S570D
70mm

Disk Style
Lock
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Locks
Re-Settable

Locks

B532F B536F

B533F

B532S

B536S

B534T

B534H

Switch Lock
Two Flat Prongs
Two Key Pulls

Switch Lock
Two Flat Prongs
One Key Pull

dimensions
Switch Lock
Two Flat Prongs
Spring Loaded
One Key Pull
(Momentary)

Switch Lock
Screw Type Connectors
Two Key Pulls

Switch Lock
Screw Type Connectors
One Key Pull
(Momentary)

Switch Lock
Four Round Prongs
Three Key Pulls

Switch Lock
Four Round Prongs
One Key Pull

S505K
Reset Key - All of Lock
America’s Re-Settable Locks
have the ability to be
“Re-combinated” with a
special reset Key.

B537H
7/8 inch / 22mm
Re-Settable Camlock
1/4 Turn - Right 
& Left Color Keybows

Color keybows allow for fast and

B539H
Re-Settable Tubular
Plug Lock for
T-Handles
(Meets N.A.M.A. Standards)

B538B
1-1/8 inch / 30mm
Re-Settable Camlock
1/4 Turn - Right 
& Left



Most Lock America
T-Handles are equipped with

Hardened Steel anti-drill roll pins
to protect against drilling.

C865H-360 C865H-090

C832H-090 C832H-090-BLK

C865G-360
T-Handle Screw Type
(Meets N.A.M.A. Speciÿcations)
**Shaft is sold separately & please specify length**

C865H-090
T-Handle Quarter Turn
(Meets N.A.M.A. Speciÿcations)

C865H-090
T-Handle Quarter Turn
(Short Model 1 1/16”)

C832H-090-BLK
T-Handle Quarter Turn
(Short Model 1 1/16”) **Black**
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S869H - Hasp Set
With Shroud Protection

Style Padlocks. See the LAI 600 Series Catalog.

BFL-6-46 - Hardened
Steel Hasp Set

See LAI 600 Series Catalog

Made to be used
with “A” Style Locks Only.

S820T - Hasp Set
(special application)

Accommodates all 500 and 600 Series LAI
Padlocks. See page 3 of this catalog or
LAI Series 600 catalog.
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S868H-BL - Hasp Set
Designed for use with
all 500 and 600 series LAI padlocks.

S868H-MH
Mounting Hardware - *Sold Separate

S868H-CC
Hardened Steel Carriage
Bolt Cover - *Sold Separate

Di˜ erent Proÿles to Accommodate
Most Manufacturers
Please specify machine type

S868R

S868H

S868D

S868H-PC - Hasp Set
With Padlock Cover
For use with shackle type
padlocks. Designed for use
with 500 and 600 series LAI Padlocks.
**Made to use with Shackle style Padlocks
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Welded Top Cover to help prevent bending.

Center Hole for use with
Lock America’s “F” model
Millennium Locks.

Shrouded to protect
padlock shackles
from bolt cutter attacks.

S840T - BLK
Steel Hasp Set (Black)

For use with shackle type or
discus style padlocks.

See page 3 of this catalog or
LAI 600 Series catalog.

S820T-A535 - Steel Hasp
Set Shown with LAI
Millennium Lock.

S828S-28
Hardened Steel

Lock Shield

S828S-21
Hardened
Steel Lock
Shield with
S820T Hasp
and B555A
Padlock Attached

S828S-21
Hardened Steel

Lock Shield

S828S-28
Hardened
Steel Lock
Shield with
S820T Hasp
and B555A
Padlock Attached

28mm 21mm

LOCK SHIELD PROFILES
S828H-28 S828H-21
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CUSTOM LENGTHS
CAN BE

SPECIAL ORDERED
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